
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FCV 
CONTINUOUS DOSER 



 
 
 
 
 
 

 
The FCV continuous volumetric doser is constructed entirely of stainless steel to ensure maximum 

product wholesomeness and to prevent the abrasion that would occur with ferrous parts. The 

machine is used in the dosing of powdered and granular products. It essentially consists of: 

1. hopper 

2. dosing body 

3. dosing auger 

4. transmission system with drive 

The product placed in the feeding 

hopper is evenly distributed in the dosing 

body by means of motor-driven blades, 

preventing overloads that would cause 

excessive clogging of the dosing auger. 

The auger is driven by an inverter-

controlled motor, used to select the 

rotation speed based on the product and 

dosing capacity. 

The machine is equipped with a 

protective casing for the transmission 

components. 



 
 
 
 

 

Technical Information 
 
 
 

 
Model 

Dimensions 
(mm) 

 
Flow rate* 

(l/h) 

 
Installed power 

(kW) 

Operating 
pressure 

(bar) 

 
Net weight 

(Kg) 

 
Packaging 
volume (m3) 

A B C 

FCV 10  
742 

 
571 

 
304 

0.37 ÷ 69.69  
0.18 

 
6 

 
31 

 
0.5 

FCV 20 1.71 ÷ 324.60 

*The flow rate depends on the frequency and reduction ratio of the gearmotor. 

The technical specifications of the equipment are subject to change without prior notice. The data may not be entirely consistent with the 
marketed versions. 
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