
FPK/N
POLYGONAL BRAN FINISHER



It separates pure endosperm stocks still adhering to bran, reducing starch content to a minimum, 
obtaining maximum yield results.

Sturdy and compact construction for easy maintenance and limited space requirements. Stable and 
vibration free operation.

Balanced rotor mounted on ball bearings; beaters with adjustable positioning and inclination; 
rotary distributing disc located in front of rotor for perfect product distribution along the entire 
screen surface. 

Polygonal shape screen in perforated sheet to increase the impact effect and to avoid the forming 
of fixed helical product flow thus obtaining a good impact action even with difficult products.

Simplified maintenance and easy removal of screen just by unscrewing the locking clamps on each 
side.

Possibility of increasing or decreasing the product retention time inside the rotor chamber by 
adjusting the position of the retaining baffles on the outside of the machine even while the unit is in 
operation.                       



Technical information

Technical features of the equipment can be modified without any obligation of notice.
 Data may be not fully in accordance with the market versions. 

Model 
Dimensions 

(mm) 
Net 

weight 
(Kg) A B C D E F G H I L M N 

FPKN 360 1190 1440 540 460 906 450 460 150 740 570 380 375 360 

FPKN 410 1728 1418 700 570 1408 560 615 150 700 788 584,5 610 464 

FPKN 512 1928 1618 800 670 1608 660 715 180 850 938 684,5 715 560 

Model 

Jacket characteristics 
(Kg/h) 

Maximum 
capacity 

(T/h) 

Motor power 
(kW) Flow rate 

exhausting air 
(m3/min) 

Shipping 
volume 

(m3) Ø 
(mm) 

L 
(mm) 

Jacket net 
surface 

(m2) 
Blé 50 Hz 60 Hz 

FPKN 360 300 600 0,38 0,8 3 3,45 5 2,5 4 4,6 

FPKN 410 400 1000 0,85 1,8 5,5 6,3 8 2,60 7,5 8,6

FPKN 512 500 1200 1,25 2,5 7,5 8,6 10 3 11 12,6
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