
TRC/R
AIR RECIRCULATING CLASSIFIER ASPIRATOR



Effective after the first cleaning separator to separate light and heavy grain. Separation of light 
impurities. Also useful in maize processing to separate germ and bran parts from strips.

Two axial-type impellers, splined to a dynamically balanced rotor driven by a belt-driven motor, 
allow the recirculation of air required for the suction of light parts.

A vibrating sieve, mounted on elastic elements controlled by a vibrator motor, allows the stacking 
and subsequent classification of the grain, enabling it to be divided into two fractions of different 
density and calibration: 70% heavy and 30% light.

A suction inlet connected to the central system allows a certain amount to be drawn into the machine 
in order to keep the machine under vacuum and prevent bacterial build-up on the inner walls.

Suction channel for vertical grain stacking and decanting chamber for impurities, complete with 
screw for evacuation of light waste.

The sieve area where the product is stacked is cleaned by rubber balls.



Technical Information

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

The technical specifications of the equipment are subject to change without prior notice. The data may not be entirely consistent with the marketed versions. 
 

 

 

 

 

 

 

Model 

Dimensions 
(mm) 

Maximum 
capacity 

(T/h)   
Motor Geared motor Motor vibrator Suction 

 Net 
weight 
(Kg) 

Shipping 
volume 

(m3) A B C D E Wheat Corn 
Power 
(kW) 

Power 
(kW) 

Power  
(kW) 

Air flow 
rate 

(m3/min) 
50 Hz 60 Hz 50 Hz 60 Hz 50 Hz 60 Hz 

TRC 07R 2006 1300 2180 800 1180 9 7,2 3 3,45 

0,37 0,43 2X0,27 2X0,32 

8,5 675 5,8 

TRC 12R 2006 1300 2180 1010 1680 14 11,2 
4 4,6 

13,5 865 7,8 

TRC 15R 2006 1300 2180 1095 1930 19 15 16 960 8,9 

TRC 17R 2006 1300 2180 1195 2180 24 19,2 5,5 6,3 18 1055 9,9 
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