
TRV
RECTANGULAR VIBRATING ASPIRATOR



Ideal for exhaust of light impurities. 

Small surface requirements, easy adjustment and control. 

Specifically designed to take up limited space. Steel housing incorporating vibratory feeder 
and vertical exhaust channel with variable cross-section featuring full view inspection panels.

Vibrating body, positioned on rubber isolators and driven by a motorvibrator for homogeneous 
product distribution. 

The machine can be used as a single unit or with either the screenroom separator or intensive 
scourer.



Technical information

Technical features of the equipment can be modified without any obligation of notice. Data may be not fully 
in accordance with the market versions.. 

Model 
Dimensions 

(mm) 
Net 

weight 
(Kg) A B C D E L M T 

TRV 075 
756 850 950 305 

270 
400 

- 180 190 
TRV 07S 270 350 180 190 
TRV 07L 330 410 230 195 
TRV 125 

1256 1350 1450 515 
350 

600 
- 180 225 

TRV 12S 350 350 180 225 
TRV 12L 420 410 230 235 
TRV 150 

1506 1600 1700 600 
380 

700 
- 180 250 

TRV 15S 380 350 180 250 
TRV 15L 470 410 230 265 

Model 

Maximum capacity* 
(T/h) 

Motovibrating 
motor power 

(kW)    Exhaust 
(m3/min) 

Shipping 
volume 

(m3) 
Wheat Maize 

Cleaning Precleaning Cleaning Precleaning 50 Hz 60 Hz 

TRV 075 9 7 0,12 0,15 45 1,4 

TRV 07S 9 - 7,2 - - - 45 1,4 

TRV 07L - 35 - 28 - - 65 1,6 

TRV 125 14 11 0,12 0,15 75 1,7 

TRV 12S 20 - 16 - - -, 75 1,7 

TRV 12L - 80 - 60 - - 110 1,9 

TRV 150 20 16 0,12 0,15 90 2,5 

TRV 15S 24 - 20 - - - 90 2,5 

TRV 15L - 100 - 80 - - 135 2,7 

* Weight referred to wheat with a wetness of maximum 13%

TRV TRV S-L

TRV combined to SIG TRV combined to SPR
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